
SECTION A-A
SCALE 1 : 1

SECTION B-B

MATERIALREQ'DPART#PART NAMENO.

304 SS2HS43DTSPS4EDUCTION TUBE SUPPORT PLATE1

PTFE1HS23CFTRCONVULUTED FLEX TUBING 3"2

SALCO PE1HS23FTSRFLEX TUBE STRAINER3

SALCO PE1HS43DTFLEDUCTION TUBE FLANGE 4" X 3"4

SALCO PE1HS23TB113TUBE 2"X3"X113 1/8"5

FEP1HS23HSTKAHEAT SHRINK TUBING KIT (NOT SHOWN)6
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EDUCTION TUBE 4" X  3" X 3"
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SALCO PRODUCTS, INC.
UNLESS OTHERWISE SPECIFIED

DIMENSIONAL TOLERANCES

THIS PRINT, PROPERTY OF SALCO PRODUCTS INC, CONTAINS PROPRIETARY INFORMATION
AND MUST NOT BE COPIED, REPRODUCED, OR USED DETRIMENTALLY TO OUR INTEREST.

THIRD ANGLE PROJECTION
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42174

DEBURR ALL SHARP EDGES.
ALL MACHINED SURFACES TO

HAVE A 125 RMS FINISH
UNLESS NOTED OTHERWISE.
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NOTES:
1. SEE DOCUMENT DSS 3 FOR FRICTION WELDING SPECIFICATIONS.
2. SEE DOCUMENT DSS 5 FOR SERRATED GASKET SURFACE SPECIFICATIONS.
3. SEE DOCUMENT QAP5A-1 FOR MARKING PROCEDURES.
4. FOR NON-FLAMMABLE SERVICE ONLY.
5. FOR FINISH TUBE LENGTHS OF 121" TO 127 1/2".
6. PATENT PENDING.
7. AAR APPROVAL NUMBER IS E-099032.
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MARK PER QAP5A-1
TEXT HEIGHT .1" MIN

MARK "PATENT PENDING"
TEXT HEIGHT .1" MIN
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APPLY HEAT
SHRINK TUBING
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