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ﬁ SALCO PRODUCTS, INC.

Visual Acuity Record

NDT Technician: Jonathan Pasqua Date: 3-3-2023

Department: RCG Expiration Date: 3-3-2024

Salco Products Nondestructive Testing Inspectors , Appendix W welders, receiving, engineering, and quality personnel
are required to pass an annual eye examination per Q-2.22.2, with or without corrective lenses, to prove (1) near vision
acuity on a Jaeger Number 2 test chart or equivalent at a distance of not less than twelve inches. (2) Color perception
test for red/green (duetan) differentiation and/or blue/yellow (tritan) differentiation. This form is to be completed by
the eye examiner and is subject to the following conditions:

The eye examiner must be an Optometrist, a Medical Doctor, a Registered Nurse, Certified Physician’s Assistant, the NDT
Level lll, or a designee approved by the NDT Level Ill and must indicate his or her title in the space provided below.

Meets without eye

Meets with eye

at a distance of 12 inches.

Tests . . Does not meet
correction correction
Near Vision: Jeager
Number 2 or equivalent [] 4 []

Color Perception:
Pseudo-Isochromatic
plates (Ischihara plates)

L]

]

| certify thatl,  Gary Parker

administered an eye exam which demonstrated the vison capabilities indicated above.

NDT or State License No.
(if applicable):

N/A

Signature of Examiner: <~ ‘c‘p@ﬁm@@/—-

Title of Examiner:

NDT Level Il designee
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