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±.015

±1°

SHEET #:

1 OF 2 

DEBURR ALL SHARP EDGES.

ALL MACHINED SURFACES TO

HAVE A 125 RMS FINISH UNLESS

NOTED OTHERWISE.

(3/4)8X 

TYP.

(7 1/2)

TYP.

(5 3/8)

(40 9/32)

NOTES:

1. USE FASTORQ AG OR EQUIVALENT ANTI-GALL/ANTI-SEIZE

    LUBRICANT ON ALL STAINLESS STEEL FASTENERS.

2. BUTTERFLY VALVES SOLD SEPARATELY. 

3. APPROXIMATE WEIGHT IS 100 LBS.

(20 31/32)

SHEAR GROOVE

C WEB 7-5-18

REPLACED 8X STUD128SS W/ 8X STUD127SS

B CHL 5-31-18

REPLACED 16X HN58S6 & STUD588SS W/FHN77714 & 

STUD128SS

A CHL 3-19-18 RELEASED FOR PRODUCTION

REV BY DATE DESCRIPTION



VIEW A-A

SCALE 3:4

MATERIALREQ'DPART#PART NAMENO.

BLACK VITON A5FG2415006FLANGE GASKET 4" 150 LB1

316 SS16FHN77714HEX NUT 1/2"-13  2

316 SS32HN58S6HEX NUT 5/8"-113

SALCO PE1HS4X90PE18PIPE ELBOW 4"X90°4

SALCO PE1HSPM4X4X201PIPE MANIFOLD 4"X4"5

CS/EPDM1PC4905CEPIPE CLAMP 4"6

18-8 SS8STUD127SSSTUD 1/2"-13 X 7"7

18-8 SS16STUD58712SSSTUD 5/8"-11X7 1/2" FULL THREAD8

304 SS6WS75S03SEGMENTED WASHER 7 1/2"9
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DEBURR ALL SHARP EDGES.

ALL MACHINED SURFACES TO

HAVE A 125 RMS FINISH UNLESS

NOTED OTHERWISE.
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NOTES:

1. USE FASTORQ AG OR EQUIVALENT ANTI-GALL/ANTI-SEIZE

    LUBRICANT ON ALL STAINLESS STEEL FASTENERS.

2. BUTTERFLY VALVES SOLD SEPARATELY. 

3. APPROXIMATE WEIGHT IS 100 LBS.
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